Item No.:CH101

Installation guide
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Mounting panel (1PC)

@? ® =

Screws @5 Washers

St4.8x20mm (4PCS)
(4PCS)

Host Bracket (1PC)
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15kg 128-210mm 285-512mm

STEP1

’ Install the mounting panel to the desk

2
d Mark the location of the four g
screw holes under the desk
80 i
©0.08"
Note: Please install the bras:ket under Drill pilot holes where the four marks are Install the mounting panel with
the desk at the location you've chosen located with an impact drill
and remain the space for the host. P f(ozurscrews@ and four washers
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/STEPZ

{ Rotate the screws out a little for installation
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STEP3

| Install the host

Computer Host

According to the width of host, pull
the handle and adjust the host bracket
to the appropriate width.

Loosen the knob to adjust the host
bracket to the appropriate height and
tighten the knob.

Loosen the knob, adjust the host
bracket to the highest, then tighten
the knob.
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Adjust the screws when the lock
Qer is too tight or too loose. /
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’ Install the host ‘

Rotate 180 degrees in one direction

Fix one side of the host bracket on the
mounting panel and pull out the handle
to lock the other side.

] ‘ Adjust screws to lock the mounting panel

e A CAUTION

This product contains small items that could be a choking hazard if swallowed.Keep these items away from young
children.

Make sure these instructions are read and completely understood before attempting installation.If you are unsure
of any part of this installation,please contact a professionalinstaller for assistance.

® Please check joint parts every two months,making sure the screws are loosened or not.
Never exceed the maximum load capacity 15 KG,or else it may result in product failure or personal injury.

Note:this productis intended for indoor use only.Use of this product outdoors could lead to product failure or
personalinjury.




